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iDS-TCM203-A Highly Performance ANPR Bullet Camera 

Superiority 

 Dedicated camera for ANPR

 HD resolution

 Integrated IR

 Professional shutter speed control

 Built-in ANPR engine, equipped with deep learning algorithm

Application 

 Vehicle control

 Traffic monitoring

 Toll collection

 Security

Scenarios 

 Tunnel

 Toll station

 Urban road

 Parking Entrance

Smart function: 

 Support vehicle model classification(customized)

 Support color identification(customized)

 Support no-plate car capture

 Support car moving direction detection(customized)

 Support motorbike capture
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Specifications 

Model iDS-TCM203-A 

Software Features and Performance 

Working Distance Up to 50 m  

Coverage 1~3 lanes 

Capture Accuracy 99% 

LPR Accuracy > 98.5% 

LPR Region Mid-East, Africa, Asia-Pacific, India, Europe, Russian-Speaking Countries 

OCR On-board ANPR engine  

Frame rate 
50HZ: 1920*1080@50fps 
60HZ: 1920*1080@60fps 

Vehicle Type Car/Van/Bus/Truck/Others (08~32mm) 

Vehicle Color Recognizable at daytime only (08~32mm) 

Video Compression H.265/H.264/MJPEG 

Streaming RTSP 

Configuration 

Web Server Support 

TCP/IP Server SDK/ISAPI 

Time Synchronization NTP/Manually 

Software Update Web/SDK 

Data Transmission 

FTP FTP, Multiple FTP 

Standard Protocols TCP/IP, HTTP, HTTPS, FTP, DNS, DDNS, RTP, RTSP, RTCP, NTP, UPnP, IPv6, UDP 

Serial Port 2 RS-485 ports, 1 RS-232 port 

Data Output SDK/ISAPI 

Trigger Mode 

By Video Continuous video analysis with automatic vehicle detection, even without plate. 

By External Interfaces I/O, RS-485 

System 

ANPR Camera 2 MP (1/1.8'' CMOS), max.1920 * 1080 

Supplement Light 3 LED supplement lights, 850 nm, angle: 40° 

Programming Interface ONVIF (Version 2.1), ISAPI  

Lens 
8~32mm @ F1.4, angle of view:42.5°~13.4°; 
5.3~13mm @ F1.5~F2.8, angle of view: 85°~31° 

Operating System Linux 

Digital I/O 2-ch inputs, 2-ch outputs 

Connector Waterproof circular connector 

Protection Level IP66 

Communication Interface 1 RJ45 10M/100M/1000M self-adaptive Ethernet interfaces 

Storage TF card, up to 128 GB 

Technical Data 

Certifications CE, FCC, RoHS 

Operating & Storage 
Temperature -30 °C to +70 °C(-22 °F to +158 °F) 
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Dimensions 

 

 

Accessories 

 

 

 

DS-1275ZJ/HWB 

 

 

Available Models 

iDS-TCM203-A/0832 

iDS-TCM203-A/5313 

 

Operating & Storage Humidity 5% to 95%@+40 °C (+104 °F), non-condensing 

Dimensions (W × H × D) 120 × 132.8 × 428.5 mm (4.72 × 5.23 × 16.87 inch) 

Weight  3.12 ± 0.5 kg (6.88 ± 1.1 lb) 

Power Supply DC 24V 

Power Consumption Max. 15 W 
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Overview 
Hikvision DS-2PT3306IZ-DE3(2mm) PanoVu Mini Series IR 

Network PTZ Camera can be widely used in multiple 

indoor scenes such as the store, classroom, office hall, 

hotel lobby, and airport lobby, etc. 

 

Functions 

 Three 1/2.8" progressive scan CMOS 

 Up to 3-ch 1920 × 1080@30fps resolution 

 Min. illumination: 

Color: 0.05 Lux @(F2.0, AGC ON) 

B/W: 0.01 Lux @(F2.0, AGC ON) 

0 Lux with IR 

 Horizontal FOV: 128.5° × 3 

Vertical FOV: 75.7° 

 Up to 10 m IR radius 

DS-2PT3306IZ-DE3(2mm) 
PanoVu Mini Series IR Network PTZ Camera 
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Specification 
Camera 

Image Sensor Three 1/2.8" progressive scan CMOS 

Min. Illumination 
Color: 0.05 Lux @(F2.0, AGC ON) 
B/W: 0.01 Lux @(F2.0, AGC ON) 
0 Lux with IR 

White Balance 
Auto/Manual/ATW (Auto-Tracking White Balance)/Indoor/Outdoor/Fluorescent 
Lamp/Sodium Lamp 

Shutter Time 1/1 s to 1/30,000 s 

Day & Night IR Cut Filter 

Focal Length 2 mm 

Aperture Range F2.0 

FOV Horizontal field of view: 128.5° × 3 
Vertical field of view: 75.7° 

Resolution 
(Sub-stream enabled) 

Main stream: 
50 Hz: 20 fps (1920 × 1080, 1280 × 960, 1280 × 720) 
60 Hz: 20 fps (1920 × 1080, 1280 × 960, 1280 × 720) 
Sub-stream: 
50 Hz: 20 fps (704 × 576, 640 × 480, 352 × 288) 
60 Hz: 20 fps (704 × 480, 640 × 480, 352 × 240) 

Resolution 
(Sub-stream not enabled) 

Main stream: 
50 Hz: 25 fps (1920 × 1080, 1280 × 960, 1280 × 720, 704 × 576, 640 × 480, 352 × 288) 
60 Hz: 30 fps (1920 × 1080, 1280 × 960, 1280 × 720, 704 × 480, 640 × 480, 352 × 240) 

Video Compression 
(Sub-stream enabled) 

Main stream: H.265/H.264 
Sub-stream: H.265/H.264/MJPEG (MJPEG is only supported by channel 1) 
H.264 with Main Profile/High Profile, H.265 with Main Profile 

Video Compression 
(Sub-stream not enabled) 

Main stream: H.265/H.264/MJPEG(MJPEG is only supported by channel 1) 
H.264 with Main Profile/High Profile, H.265 with Main Profile 

Audio Compression G.711alaw/G.711ulaw/G.722.1/G.726/MP2L2 

IR Radius 10 m 

Smart Coding ROI, SVC 

Smart Record ANR (Automatic Network Replenishment) 

Basic Event Detection Motion Detection, Video Tampering Detection, Exception 

Smart Event Detection 
Audio Exception Detection, Intrusion Detection, Line Crossing Detection 
(Smart event detection is only supported by channel 1) 

Privacy Mask 4 × 3 programmable privacy masks 

Smart Image Enhancement Digital WDR/HLC/BLC/3D DNR/Defog/Regional Exposure 

Network 

Network Storage Built-in memory card slot, support Micro SD/SDHC/SDXC, up to 256 GB 

Protocols 
IPv4/IPv6, HTTP, HTTPS, 802.1x, Qos, FTP, SMTP, UPnP, SNMP, DNS, DDNS, NTP, RTSP, 
RTCP, RTP, TCP/IP, DHCP, PPPoE, Bonjour 

API 
Open-ended, support ONVIF, ISAPI, and CGI, support HIKVISION SDK and Third-Party 
Management Platform 

User/Host Up to 32 users 
3 levels: Administrator, Operator and User 

Security Measures 
User authentication (ID and PW), Host authentication (MAC address); HTTPS 
encryption; IEEE 802.1x port-based network access control; IP address filtering 

Client iVMS-4200, iVMS-4500, iVMS-5200, Hik-Connect 

Web Browser IE8 to 11, Chrome 31.0 to 44, Firefox 30.0 to 51 

Interface 

Network Interface 1 RJ45 10 M/100 M Ethernet 

Audio Interface 1-ch audio input and 1-ch audio output 

General 
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Power 
12 VDC & PoE+ (802.3 at, class 4) 
Max.20 W (Max. 6 W for IR) 

Working Temperature -10°C to 50°C (14°F to 122°F) 

Working Humidity ≤ 90% 

Protection Level 
IP66, TVS 2000V Lightning Protection, Surge Protection and Voltage Transient 
Protection 

Material PC & Aluminum alloy 

Dimensions Φ 183 mm × 76 mm (Φ 7.20" × 2.99") 

Weight Approx. 0.68 kg (1.50 lb) 

 

Available Model 
DS-2PT3306IZ-DE3(2mm), 12 VDC & PoE+ (802.3 at, class 4) 

 

Dimensions  

7
6

Φ 183

Unit: mm

Φ 83.5
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Accessories 

 

DS-1294ZJ-TRL Wall Mounting Bracket 

 

DS-1271ZJ-PT10 Pandent Mounting Bracket 
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Key Feature 

 H.265+/H.265/H.264+/H.264 video formats 

 Up to 16/32-ch IP camera inputs 

 Up to 1-ch@32 MP/2-ch@12 MP/16-ch@1080p decoding 

capacity  

 Up to 160/256 Mbps incoming bandwidth 

 

 

     

 

Professional and Reliability 

 H.265+ compression effectively reduces the storage space by up to 75% 

 Dual-stream recording saves bandwidth  

HD Video Output 

 Provide independent HDMI and VGA outputs 

 HDMI video output at up to 4K resolution 

Storage and Playback 

 Up to 4 SATA interfaces for HDD connection 

 16-ch synchronous playback 

Smart & POS Function 

 Support multiple VCA (Video Content Analytics) events 

 Configurable special camera smart functions, such as VCA detection (motion, line crossing, intrusion, etc.), heat map, ANPR, and 

people counting 

 POS information overlay on live view and playback, and POS triggered recording and alarm 

Network & Ethernet Access 

 2 self-adaptive 10/100/1000 Mbps Ethernet interfaces 

 Hik-Connect & DDNS (Dynamic Domain Name System) for easy network management 

  

DS-7700NI-I4(B) Series NVR 
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Specification 

Model DS-7716NI-I4(B) DS-7732NI-I4(B) 

Video and Audio 

IP video input 

16-ch 32-ch 

Up to 12 MP resolution 

*: 32 MP and 24 MP is only available for channel 1 when ultra HD resolution mode 

is enabled. For DS-7732NI-I4(B), when ultra HD resolution mode is enabled, it will 

reduce the IP video input to 24-ch. 

Incoming bandwidth 160 Mbps 256 Mbps 

Outgoing bandwidth 256 Mbps 

HDMI 1 output 
4K (3840 × 2160)/60Hz, 4K (3840 × 2160)/30Hz, 1920 × 1080/60Hz, 1600 × 

1200/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz 

HDMI 2 output 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz 

VGA output 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz 

Video output mode HDMI1/VGA simultaneous output, HDMI2/VGA independent output 

CVBS output 1-ch, BNC (1.0 Vp-p, 75 Ω), resolution: PAL: 704 × 576, NTSC: 704 × 480 

Audio output 1-ch, RCA (Linear, 1 KΩ) 

Two-way audio input 1-ch, RCA (2.0 Vp-p, 1 KΩ, using the audio input) 

Decoding 

Decoding format H.265+/H.265/H.264+/H.264/MPEG4 

Recording resolution 

32 MP/24 MP/12 MP/8 MP/6 MP/5 MP/4 MP/3 MP/1080p/UXGA/720p/VGA 

/4CIF/DCIF/ 2CIF/CIF/QCIF 

*: 32 MP and 24 MP is only available for channel 1 when ultra HD resolution 

mode is enabled. For DS-7732NI-I4(B), when ultra HD resolution mode is 

enabled, it will reduce the IP video input to 24-ch. 

Synchronous playback 16-ch 

Capability 1-ch@32 MP (30 fps)/2-ch@12 MP (20 fps)/4-ch@8 MP (25 fps)/8-ch@4 MP (30 

fps)/16-ch@1080p (30 fps) 

Dual stream recording Support 

Stream type Video, Video & Audio 

Audio compression G.711ulaw/G.711alaw/G.722/G.726 

Network 

Remote connections 128 

Network protocol 
TCP/IP, DHCP, IPv4, Hik-Connect, DNS, DDNS, NTP, RTSP, SADP, SMTP, SNMP, NFS, 

iSCSI, ISUP, UPnP™, HTTP, HTTPS 

Network interface 2, RJ-45 10/100/1000 Mbps self-adaptive Ethernet interface 

Auxiliary Interface 

Serial port 1 RS-485 (half-duplex), 1 RS-232  

SATA 4 SATA interfaces 

eSATA (optional) 1 eSATA interface 

Capacity Up to 8 TB capacity for each disk 

Alarm in/out 16/4 (16/8 optional) 

USB interface Front panel: 2 × USB 2.0; Rear panel: 1 × USB 3.0 

General 
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Power supply 100 to 240 VAC, 50 to 60 Hz 

Consumption 

(without HDD) 
≤ 20 W 

Working temperature -10 °C to 55 °C (14 °F to 131 °F) 

Working humidity 10% to 90% 

Chassis 19-inch rack-mounted 1.5U chassis 

Dimension (W × D × H) 445 × 400 × 75 mm ( 17.5"× 15.7" × 3.0") 

Weight (without HDD) ≤ 5 kg (11 lb) 

Certification 

FCC Part 15 Subpart B, ANSI C63.4-2014 

CE EN 55032:2015, EN 61000-3-2, EN 61000-3-3, EN 50130-4 
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Dimension 
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Physical Interface 

 
No. Description No. Description 

1 eSATA Interface 8 VGA Output (DB9 Connector) 

2 LAN1 and LAN2 Interfaces 9 RS-232 Serial Interface 

3 AUDIO OUT 10 
RS-485 Serial Interface, Controller Port, ALARM 

IN, ALARM OUT 16/4 (16/8 optional) 

4 AUDIO IN 11 GND 

5 HDMI 1 and HDMI 2 Interfaces 12 Power Switch 

6 USB 3.0 Interface 13 100 to 240 VAC Power Supply 

7 VIDEO OUT   

Available Model 
 DS-7716NI-I4(B), DS-7732NI-I4(B) 

 

 

04210102000727 
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l Provide 4* 10/100/1000Base-T RJ45 ports (PoE),  2 * 
1000BASE-X SFP ports；

l Buffer reaches 4Mbit,  Support 4K high-definition 
video transmission;

l PoE  function:  1 port 60W HPoE, 3 ports 30W PoE;
l Support Web-based network management,  support 

VLAN,  QoS,  RSTP,  SNMP etc. network function;
l Support fast ring , support 30 pcs switches Max. in a 

cascade system , Self-healing in 20ms Min.
l Support one-key Fast-Ring setup, 2 SFP ports 

developed a fast-ring.
l Support relay alarm for power off,  network broken,  

PoE off ；
l 6KV surge immunity,  8KV ESD protection and anti-

interference ability;
l -40℃～75℃ working temperature.

UTP7304GE-POE is 4 Ports Industrial Full Gigabit PoE Managed SwitchProvide 4* 10/100/1000Base-T RJ45  

ports  (PoE),  2 * 1000BASE-X SFP ports (Uplinks).  The switch provides up to 4Mbit cache,  Support 4K 

high-definition video transmission. Besides,  the 4 downlink PoE ports support IEEE802.3af/at standard. It 

support Web-based network management,  support VLAN,  QoS,  RSTP,  SNMP etc. network function; 

Working temperature 40℃～75℃,  strong level of protection from lightning,  anti-interference. It fully 

satisfies the needs of security video surveillance project. 

4 Ports Industrial Full Gigabit PoE Managed Switch
4GE PoE+2GF (SFP),  Fast ring,  Industrial Level 4 Protection,   L2 Management ,  60W/30W PoE,  Relay Alarm

UTP7304GE-POE

Introduction

Application

1

Physical Features

www.utepo.net

Interface drawing
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UTP7304GE-POE

Parameter

2www.utepo.net

Hardware Parameter

Item UTP7304GE-POE

Power input 5pin green terminal, 2 groups DC input (reduntant power), 1 grounding terminal；
Input power range:DC48V~57V

Power Dissipation Self comsupmtion< 30W

Copper Ports 4* 10/100/1000Base-T  PoE RJ45 (Auto-MDI/MDI-X)

SFP Ports 2*1000 Base-X SFP (Mini-GBIC)

Console Port 1*RJ45-R232 serial port (115200, 8, N, 1)

Init button Short press:restart;
>5s restore factory settings

One-key fast-ring Default mode: No ring (can setup on web management)；
Ring mode: Fast ring with SFP X1 and X2 

Relay alarm Support relay alarm for power off,  ports network link-off ,  ports PoE off   (Set by 
Web Software)

Network Standard IEEE802.3 ,  IEEE802.3u,  IEEE802.3ab,  IEEE802.3Z,  IEEE802.3X,   IEEE 802.1Q    
IEEE 802.1p   IEEE 802.3ad ,   IEEE 802.1D,  IEEE 802.1X

Switch bandwidth 24Gbps

Switch Throughput 17.9Mpps

Switch Architecture Store and Forward

Shared Data Buffer 4Mbit

Address Table 8K MAC address table with auto learning function

Jumbo Frame 10K bytes

PoE Standard T1 HPoE 60W max (also support 802.3af/at) , T2～T4 802.3af/at 30W max

Power Pin Assignment T1:1/2 (+), 3/6 (-);4/5 (+), 7/8 (-)
T2～T4:1/2 (+), 3/6 (-) end-span

EMI FCC Part 15, CISPR (EN55022) class A

EMC

Surge level-4  IEC61000-4-5
 ESD level-4  (8KV/10KV) IEC61000-4-2

RS level-4 IEC61000-4-3
 EFT level-4   IEC61000-4-4
CS  level-3 IEC61000-4-6

M/S  level-5 IEC61000-4-8

Work temperature -40-75℃

Storage temperature -40-85℃

Humidity 5%-95% (Non-condensing)

Dimension (L×W×H) 159mm×110mm×46.5mm 

Weight 1.5kg 

Installation On desk;Din-rail;Wall hung

MTBF 330000 Hour

Ingress protection rating IP40

Regulator CE,  FCC,  ROHS
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QoS

Support QoS;

Support 8-Level Priority management for switching;

Support WRR;

Support 820.1P and DSCP Priority;

Multicast Management
Support SNMP V1/V2/V3 Protocol;

Support IGMP Snooping;

POE Management

Support Total Power Consumption Control;

Support PoE ON/OFF;

Support Single Port 60W max. Power Change and Port Output Priority;

alarm signal output by 
relay Support relay alarm for power off,  ports network link-off ,  ports PoE off 

Safety  Character

Support IP,  MAC,  Port,  VLAN Combination and Binding;

Support MAC address auto-learning,  aging& filter;

Support Port Isolation,  Port Speed-Limited;

Support RSTP;

Support Fast-Ring;

Support 5 groups of 8-Port trunk;

Support RADIUS Authentication& 802.1X Authentication;

System Management& 
Maintenance

Support WEB Management,  CLR Settings and telnet Settings; 

Support CLR Settings;

Support FTP/TFTP/HTTP Web Upgrading;

Support Flow Calculate;

Support MAC address Form Search;

Support IP Address,  DNS Server Change

Support Username& Password Change;

Support History Record,  Journal management;

Support System settings Backup; 

UTP7304GE-POE

Software Parameter

Port Management

Support Port Enable/Disable;

Support Port Rate Settings;

Support Port Full-duplex Mode;

Support IEEE802.3x Flow Control;

Support Port Name Change;

VLAN

Support 4K VLAN

Support 802.1Q Protocol-Based VLAN;

Support Port-Based VLAN;
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Item Quantity

UTP7304GE-POE 1

Accessory 1

User Manual 1

Package List Related Products

Item Model Number

16 Ports Full Gigabit PoE Managed Switch UTP7516GE-PoE-4GF

24 Ports Full Gigabit PoE Managed Switch UTP7524GE-PoE-4GF

4www.utepo.com

UTP7304GE-POE
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CHRONOFLY 
CHR500 

    

  

Modem Bridge - CPE  
Antenna Integrata - Long Distance 

    

  

Radio e antenna         
integrate  

Il logico completamento della vostra rete wireless realizzata 
su architettura CHRONOLINK, MEDIAFEED, MEDIAFEED 
PLUS od URBAN.  
Si tratta di Modem Radio outdoor 5GHz, altamente           
professionali, con antenna SiSo o MiMo integrata per       
connessioni su lunga distanza, ed utilizzabili come Bridge in 
reti punto-punto o come Modem CPE in reti                         
punto-multipunto.   
Enclosure ed antenna sono completamente progettati e    
prodotti da Linkit. 

    

  802.11ac per 
data rate fino 
867Mbps 
 
Opzione ingres-
so fibra 

Grazie all’utilizzo dell’antenna a pannello integrata e degli 
standard 802.11a/n/ac, l’apparato permette il                    
raggiungimento di elevati data rate fino 867Mbps. 
 
Il modello CHR500F-ACF, rende disponibile l’ingresso dati      
tramite connessione in fibra ottica, permettendo così di       
eliminare eventuali disturbi ad alta potenza presenti sul cavo 
dati. 
La tabella seguente riporta i modelli CHR500F disponibili. 
 
 

 
 
 
 
 

  

Prestazioni e     
soluzioni           
operative  

La serie CHRONOFLY CHR500F, rappresenta la sintesi delle 
necessità dell’operatore esigente.  
Grazie all’utilizzo del software operativo RouterOS ed alle 
funzioni integrate di routing, NAT, e gestione WDS, CHR500F 
permette la realizzazione di reti wireless  ampie e flessibili, 
con semplicità di progettazione, installazione, manutenzione 
e scalabilità.  

    

  

Particolari ed  
accessori 

 Dimensioni ridotte 
 Alimentazione tramite POE 
 Staffe di montaggio a palo 20—50mm 

Modello Antenna Ingresso Dati Standard Banda Data Rate 

CHR500F SISO 20dB LAN 802.11a/n 5 GHz 150Mbps 

CHR500FN MIMO 20+20dB LAN 802.11a/n 5 GHz 300Mbps 

CHR500F-AC MIMO 20+20dB LAN 802.11a/n/ac 5  GHz 867Mbps 

CHR500F-ACF MIMO 20+20dB FIBRA OTTICA 802.11a/n/ac 5 GHz 867Mbps 
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LINKIT S.r.L. - “Polo Tecnologico Brianza” - Via Lavoratori Autobianchi, 1 - 20832 Desio  MB  Italy 
Tel. +39 0362-337778  -  Fax +39 0362-337779  -  e-mail: info@linkit.it  -  web: www.linkit.it 

Caratteristica Descrizione
Connettore Dual LC
Tipo fibra MM
Wavelenght 850nm
Data Rate 1,25 Gbps
Lunghezza massima fibra 550 m

Caratteristiche Ottiche
La connessione in fibra ottica è resa 
disponibile grazie all'integrazione di un SFP 
transceiver con le seguenti caratteristiche

Caratteristiche Tecniche CHR500F CHR500FN CHR500F-AC CHR500F-ACF

Standard IEEE
Frequenza
Modulazione
Larghezza banda Canale
Tipo di antenna Pannello integrato H o V Pol.
Guadagno antenna 20 dB
Angolo di irradiazione H e V : 15° @ 3dB
Rapporto f/b antenna
Potenza uscita massima
Regolazione potenza

-115dBm @ MCS0 20MHz
-110 dBm @ MCS0 40MHz
-95 dBm @ MCS3 20MHz
-92 dBm @ MCS3 40MHz

Modalità operative wireless

Sicurezza dati

Standard Ethernet
Connessione Fibra ottica Vedi tab.
Gestione VLAN
Gestione VPN
Gestione QoS
Network Routing
Modalità gestione
Standard Antenna SiSO 1 x 1
Alimentazione 12V dc 450mA – P.O.E.
Temperatura operativa
Dimensioni mm (H x L x P)
Peso
Grado di protezione
Normative di riferimento

-110 dBm @ MCS0 40MHz

OSPF – RIP -  BGP -  STP -  RSTP - NAT – MPLS – IPv6 - MME

MiMo  2 x 2

10/100/1000 Base-T Gigabit — Auto MDI/X — standard 802.310/100 Base-T - Auto MDI/X standard 802.3

255 x 255 x 70
1,3 Kg
IP67

- 20°C / +55°C

EN301893  EN301489-17  EN60950-1   ERC70-03

Bridge - WDS - Station

WEP 64/128 bit; WPA, WPA2, TKIP, AES-CCM-TKIP, PSK/EAP, Mac Filtering, IP Filtering, Radius Server, Proprietary WDS, 
Firewall Integrato 

802.1q - Multiple VLAN interface – Inter VLAN routing
IPSEC, PPPoE, EoIP, PPTP, L2TP

N.A.

802.1p - IPToS RFC791 - CBQueuing - PCQ, RED, SFQ, FIFO queue - CIR - MIR - peer-to-peer management

Telnet, SSH, FTP, Proprietary GUI, http, WEB

12V dc 350mA – P.O.E.

802.11a/n/ac
5.470 – 5.725 MHz

OFDM (BPSK, QPSK, 16-QAM, 64-QAM, 256-QAM)
20 MHz - 2x20 MHz - 4x20 MHz

802.11a/n

OFDM (BPSK, QPSK, 16-QAM, 64-QAM)
20 MHz - 2x20 MHz

Sensibilità in ricezione (valore 
complessivo del guadagno di 
antenna)

1 W EIRP

Pannello Integrato H e V Pol.
20 db + 20 dB

> 20 dBi

-95 dBm @ MCS7 20MHz
-92 dBm @ MCS7 40MHz

H e V : 18° @ 3 dB

20 dB step 1 dB
-115dBm @ MCS0 20MHz
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